
 

Corepro Ledlinear Nd 7.5-60w R7s 78mm830

Kod Elektriko: 90361 Kod Philips: 8718696713945

Dane techniczne:

Color Consistency 

Power (Rated) (Nom) 7.5W

Voltage (Nom) 220-240V

EAN/UPC - Product 8718696713945

Numerator - Packs per outer box 10

Numerator - Quantity Per Pack 1

Material Nr. (12NC) 929001339002

Net Weight (Piece) 0.045kg

Cap-Base R7S [ R7s]

Input Frequency 50 to 60Hz

Dimmable No
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Nominal Lifetime (Nom) 15000h

Color Code 830 [ CCT of 3000K]

Switching Cycle 50000X

Technical Type 7.5-60W

Luminous Flux (Nom) 950lm

Luminous Flux (Rated) (Nom) 950lm

Color Designation White (WH)

Correlated Color Temperature (Nom) 3000K

Color Rendering Index (Nom) 80

Luminous Efficacy (Rated) (Nom) 126.67lm/W

LLMF At End Of Nominal Lifetime (Nom) 70%

Lamp Current (Nom) 70mA

Starting Time (Nom) 0.5s

Warm Up Time to 60% Light (Nom) 0.5s

Wattage Equivalent 60W

Power Factor (Nom) 0.5

T-Case Maximum (Nom) 104°C

Energy Consumption kWh/1000 h 8kWh

Energy Efficiency Label (EEL) A++
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CorePro R7S to idealny zamiennik tradycyjnych liniowych, dwutrzonkowych lamp R7S. Konstrukcja rozpraszająca

światło na wszystkie strony dostarcza je w taki sam sposób jak lampa halogenowa. Funkcja głębokiego ściemniania

pozwala na uzyskanie przytulnej atmosfery w przypadku zastosowania oprawy z możliwością regulacji strumienia

świetlnego.
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