‘ ELEKTR"(O

Ot Programmer
Kod Elektriko: 90869 Kod Osram: 4052899209640

Dane techniczne:

Czestotliwosé sieciowa 0 Hz

Dtugos¢ 120,0 mm

Wysokosé 28,0 mm

Szeroko$é¢ 76,0 mm

Masa produktu 200,00 g

Sciemnianie Nie

Kolor produktu Szary

Typ zabezpieczenia IP20

Zakres temperatury otoczenia 00+50 °C
Napiecie znamionowe 5.00 V

Cechy produktu
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Standardowy interfejs USB

Bardzo szybkie programowanie pojedynczych urzgdzert OPTOTRONIC z interfejsem Prog +/-
Programowanie nie wymaga podtaczenia napiecia znamionowego do sterownika

Odpowiedni do urzadzen nieobstugujacych modutu DALI OPTOTRONIC z interfejsem Prog +/-

Wyposazenie / Akcesoria

e Programowalne za pomocg oprogramowania Tuner4dTRONIC
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OPTOTRONIC®
OT Programmer g ( E

Required software avallable at: FCC 47 GER part 15, Class &
WWW.OSTAM-Mmericas.com IEC S0%950-1
WWW.CSTAIM.Com IEC 55024

To be usad by gualfied professionals anly. IEC 55022
Read installation instruclions before operating. Ta: 0°C - 50°C
Do nat connect to AC line.

Unit is powered through USE port, OSRAM

| | Darvvers, MA

I”I‘"E" Made in USA

o "46135"51645"" ¢ AASE5480254
use Program
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